From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: jcondon@polaris.cv.nrao.edu (Jim Condon)
Subject: 30S-1 filament voltage
Message-ID: <9512311841.AA38780@polaris.cv.nrao.edu>

After reading the message by Ed (K4PF) about high filament voltage on
the KWS-1, I measured the filament voltage at the socket of the
4CX1000A in my 30S-1.  When the 30S-1 filament meter indicates 6.0
volts, the actual filament voltage is 6.35 volts.  Unfortunately, this
is the LOWEST voltage that I can get; the filament voltage can be
adjusted only between about 6.35 and 7.15 volts.  The filament
transformer for the 4CX1000A is rated to provide 6.0 volts out for 105
volts in, and there is a variable resistor in series with the primary
to reduce the output for slightly higher line voltages.  Apparently
Collins didn't anticipate that the typical line voltage would creep up
from 110 to 120 or even 125 volts over the years, so this resistance
is no longer adequate.

Can any of you firebottle experts (actually, the 4CX1000A is closer to
a crock pot than a firebottle) tell me if running 6.35 volts will
shorten the filament life significantly?  If so, I could put a 20 ohm
20 watt fixed resistor in series with the existing variable resistor
and drop the filament voltage by about 0.8 volts.

Jim Condon, AD4YM
jcondon@nrao.edu


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: haynes@cats.ucsc.edu (Jim Haynes)
Subject: Cartoons by Gil
Message-ID: <199512310654.WAA21273@hobbes.UCSC.EDU>

>From: Bill Meara <74537.1100@compuserve.com>
>
>I've continued my perusal of the 1966-1968 editions of QST....
>
>-- I mentioned the art work that adorned the old "How's DX" section.  Today I
>was saddened to come across the obituary of the artist - Phil Gildersleeve,
>W1CJD. Phil passed away in Nov. 1966.  He was the creator of all those great
>cartoons with Jeeves and the Podunk ARC.    

There's a published book of his work.  I don't know if it's still available,
but "The Gil Cartoon Book" was published by ARRL in 1986.


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: BHall88620@aol.com
Subject: Re:  ELECTRONIC EQUIPMENT - FOR SALE
Message-ID: <951231153541_103062981@mail02.mail.aol.com>

Hello Y'all...  Received the following message this morning on
rec.antiques.radio+phono and thought it would be of interest:

>I met a lady who has a LARGE collection of electronic test equipment to
>disperse.  I have no financial interest in this situation and only seek
>to provide her with an opportunity to find homes for a really fine
>collection of Hewlett Packard, Tektronix and many other fine name-brand
>equipment items.  Hobbyists and Hams - ATTENTION!!!!!! Collectors too!
>LARGE QUANTITY OF USED ELECTRONIC EQUIPMENT FOR SALE.
>FOR INVENTORY LIST, PLEASE SEND S.A.S.E. TO:
>PRB ELECTRONICS
>P.O. BOX 1776
>DALE, NY 14039

Reply to above address, I am just posting it.  No phone or e-mail was given.

Happy New Year to All!
73,
Ben
---
BHall88620@aol.com


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: Jim Cain K1TN <cainjim@aol.com>
Subject: For Sale - Hallicrafter/Drake Station
Message-ID:  <9512310717.aa08253@jackatak.theporch.com>


Lost job, must sell, package deal for $375 including shipping:

Hallicrafters SX-111 receiver
Drake 2NT transmitter
Hallicrafters HA-1 keyer
Hallicrafters HA-5 80-2 meter vfo

All clean, complete, working, with manual (SX-111) or photocopies.
Will sell receiver and/or transmitter separately, $125 each.

Jim Cain, K1TN, <cainjim@aol.com> or call 860-742-0722



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: SCOTTPAUL@aol.com
Subject: Hallicrafters collector looking for others
Message-ID: <951230190531_27562721@mail04.mail.aol.com>

I have cross-posted this from rec.antiques.radio+phono:

Subject: Re: Hallicrafters Collectors? Info Wanted...
From: jimp911@aol.com (JimP911)
From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Dick Dillman" <ddillman@igc.apc.org>
Subject: Heath TC-1 Tube Checker FS
Message-ID: <68886.ddillman@igc.apc.org>


Heathkit model TC-1 dynamic tube checker, complete, original and 
apparently operational (it successfully checked a 6AU6) for sale.

This TC-1 came from a long-gone radio repair shop run out of a 
besement here in San Francisco.  It has sockets for tubes from 4 pin 
through 9 pin miniature, including loctal.  A roller chart (fully 
operational) gives the proper settings for filament, plate, and 10 
switches for each tube to be tested.

Physical condition is good.  The wooden case is blemish free except 
for the initials of the former owner, EAT, burned into the front left 
side, probaly with the tip of a soldering iron.  The letters are not 
deep or charred.  The panel (gray with maroon trim) is in good shape 
with slight paint wear around the thumb wheel for the roller chart and 
even slighter wear around the TEST lettering for the trst switch 
(where the thumb naturally rests when using the test switch.  There is 
a small spot on the plastic meter face that was apparently touched 
momentarily by a soldering iron.

Would anyone be interested in this item for something around $40 plus 
shipping from San Francisco?

                             Dick Dillman
                       WPE2VT  N6VS  ex-WA2BJK
                        <ddillman@igc.apc.org>
                      Collector of Heavy Metal:
                Harleys, Willys and Radios Over 100lbs.




From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Ray L. Mote" <rmote@rain.org>
Subject: Interesting old texts
Message-ID: <Pine.SUN.3.91.951231123821.10236A-100000@coyote.rain.org>

I picked up a couple of books at the TRW swap yesterday, and found one to 
be quite interesting:

FIXED AND VARIABLE CAPACITORS, by G.W.A. Dummer (Radar Research 
Establishment, Ministry of Supply, U.K.), and Harold M. Nordenberg 
(Electronic Parts Unit, Bureau of Ships, U.S.N.), dated 1960, McGraw-Hill 
Book Co., Library of Congress catalog card 59-13930.

This covers all types of capacitors, fixed and variable, and included 
information on design & development, characteristics, selection, 
measurement techniques, faults, etc.  It runs to about 288 pages in 
hardcover.  

If interested, you may be able to locate this text through some of the 
book search companies, used technical bookstores such as Powell's in 
Portland, OR or OPAMP Technical Books in Los Angeles, etc., or *your* 
favorite source.  I actually got mine from Johnson Books and 
Collectibles (Santa Paula, CA), as Lee Johnson regularly shows up at TRW 
with his wife and loads of books.  Also picked up the second edition of 
Ghirardi's MODERN RADIO SERVICING (1935).  Both had interesting 
discussions on testing capacitors for leakage current, reforming caps, 
and "healing" shorted electrolytics.  Ghirardi reported that although 
this can be done, it wasn't really worth doing as the service life 
extension for "healed" caps wasn't very long.

73.....Ray Mote, W6RIC  <rmote@rain.org>



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: dgarner@usit.net (Dave Garner)
Subject: Knight VFO
Message-ID: <199512311404.JAA03752@use.usit.net>

Does anyone have a Allied Radio Knight Kit VFO that will work with the
Knight T-60 transmitter?  Also does anyone have an Allied Radio Catalog
1961-1963 for sale. 73,  Dave WA4YRK



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: don merz <71333.144@compuserve.com>
Subject: Late Shipping
Message-ID: <951231155741_71333.144_DHB38-1@CompuServe.COM>

Well, I hope everyone had good holidays. Unfortunately, I didn't--my father
passed away and I have been out of town dealing with that. So I have been
away from the list and away from my shipping responsibilities to many of you. 
So if you have been waiting for something for me then you should know
that I am about 3 weeks behind and catching up as fast as I can. Please
be patient. Thanks.
73, Don

--



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: TOM.A.ADAMS@mail.admin.wisc.edu
Subject: Linus' Limo
Message-ID: <FCUI4934.FCUI4938@mail.admin.wisc.edu>

to: boatanchors@theporch.com
to: boatnchors@theporch.com

Re. the old version of "Sabrina" and the mobile phone in Linus' car:

The time frame of the film was post WW2, not 1930s. Bogie's carphone with the
big whip was technically accurate for the time in question.

In that period Ma Bell used to do mobile calls (complete with a "mobile oper-
ator"; no automation there!) on the 30 - 50 MHz band. A big stainless whip was
the optimal antenna of choice.

It's been awhile since I've seen that film; I'm a Bogart freek, and for years
I've tried to get copies of ALL of his films (I'm gettin' close). I'd forgotten
all about that phone, but then I thought the film itself was pretty forgetable.

Bogie used to claim he'd made more really BAD films than anybody in Hollywood.
When he said it he musta had "Sabrina" in mind!

                                                       Mr. T.



PS- Check out the opening of "Mildred Peirce" (Joan Crawford) for a sample of
pre-WW2 police radio, complete with a base station with a callsign consisting
of four letters!

PPS- For a VERY long time I've looked for a copy of an aprox. 1935 film, "The
Storm". It features Wallace Beery (or was it Noah? I could never keep 'em str-
aight) as a marine radio operator. ANY leads on a copy would be GREATLY apprec-
iated! I haven't seen it in probably 25 years, but it's a BA and bug lover's
delight!


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Dick Dillman" <ddillman@igc.apc.org>
Subject: Re: Linus' Limo
Message-ID: <76049.ddillman@igc.apc.org>

On Sat, 30 Dec 1995 18:51:18 -0600 (CST), 
TOM.A.ADAMS@mail.admin.wisc.edu  <TOM.A.ADAMS@mail.admin.wisc.edu> wrote:

>Re. the old version of "Sabrina" and the mobile phone in Linus' car:
>
>The time frame of the film was post WW2, not 1930s. Bogie's carphone with the
>big whip was technically accurate for the time in question.

Roger on the date but the whip, as I remember it (you could only see 
the base, I think) did not look like VHF low band to me.  In fact what 
I thought I saw was a base insulator which is what made me suggest MF, 
as in the marine operator channels of the time.

Regarding Bogie as radio op, I believe it was in Key Largo (you will 
doubtless be in a position to correct me on this) that he used the 
radio in his boat off Miami with the correct call sign for the USCG 
station, NMA I believe, and for his boat.  The boat was the same one 
as in To Have And Have Not and was, I've always thought, actually his. 

>PPS- For a VERY long time I've looked for a copy of an aprox. 1935 film, "The
>Storm". It features Wallace Beery (or was it Noah? I could never keep 'em str-
>aight) as a marine radio operator. ANY leads on a copy would be GREATLY apprec-
>iated! I haven't seen it in probably 25 years, but it's a BA and bug lover's
>delight!

If you find this one, please let us know.

                             Dick Dillman
                       WPE2VT  N6VS  ex-WA2BJK
                        <ddillman@igc.apc.org>
                      Collector of Heavy Metal:
                Harleys, Willys and Radios Over 100lbs.



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: Lrware@aol.com
Subject: National power X-former needed
Message-ID: <951231141329_28153127@mail04.mail.aol.com>

Hi folks: I find myself in need of a power X-former for one of my
National receivers. National P/N is: 11028E.
This is the main pwr X-former used in type RCP & RCL
receivers and some NC-100/101 type receivers.
This is a fairly large horz. mount X-former.
B+ is about 235V via a type 80 rectifier, with 5VAC for the 80
filiment? And 6VAC filiment winding for the other tubes.
Please check your spares and parts radios for me.
If you have one to spare, please e-mail me with price & shipping.
Many Thanks,
-Larry
lrware@aol.com

PS: Anyone have a bright idea for curing shorted windings?

*** This message posted using 100% recycled electrons***



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "James P. Rybak" <jrybak@mesa5.Mesa.Colorado.EDU>
Subject: Radio Club of America
Message-ID: <Pine.3.89.9512311348.A14249-0100000@mesa5.mesa.colorado.edu>

Can anyone tell me if the Radio Club of America still exixts?  This 
organization was a major radui organization during the 1920s, '30s, and 
(I think) the '40s.  Does anyone remember what was the name of this 
organizaion's journal?

Thanks for any help you can provide.

Jim Rybak  W0KSD


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: Lrware@aol.com
Subject: RBL-3 -> It's Alive...
Message-ID: <951230203340_81275413@emout05.mail.aol.com>

Gentlemen, it is with great pleasure that I announce:
My RBL-3 is up and working again!!!
This 1944 vintage VLF receiver,
Wells-Gardner RBL-3 S/N 227 has been 
"on the bench" for weeks now. and I never would of gotten
it working without the help and advice of many of you.

The "roll call" of boatanchorites who helped make this
possable would run two pages, so I won't list it here.
>From the gentleman who sent me a manual, to the many
folks who took time to send good advice, to the friend who
shipped me a tube tester I could believe... (Which told me
to quit cussing parts that were not bad, and fix it right :-)
Thank You All for your help, encouragement, advice and time.

A special thanks to Stan and Hank, who gently reminded me
to relearn "hollow-state" electronics until I really understood
how a pentode works. (Thats what I get for spending so much
time with new-fangled sand-state stuff! Now days you don't need 
to REALLY understand a mixer, you just plug the IC into your
design, and use the example in the book. :-)

And now on to a waiting National RCL...
-Larry Ware
lrware@aol.com


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: TOM.A.ADAMS@mail.admin.wisc.edu
Subject: Re. R-390A SSB, FAX, RTTY
Message-ID: <FCUI0316.FCUI0327@mail.admin.wisc.edu>

to: boatanchors@theporch.com

Re. using R-390A on SSB and "exotic" modes;

I've been doing this for quite some time. An R-390A and a pair of R-390 s are
my main weapons for my favorite pastimes, utility DXing and searching for ARQ,
FEC, RTTY, and FAX transmissions. I consider them to be outstanding in this
kind of service, especially in respect to the very tight frequency stabilities
that these modes demand.

There's a caveat tho. Using these radios for those modes requires HANDS ON
EXPERIENCE with them in more conventional modes. These are NOT radios for the
beginning utility DXer. It is much easier for the operator if a new chip box
is instead considered, say an R-8A, R-5000, or a 535; in fact, at one time I
toyed with the idea of trying to replace my R-390s and 390A with the R-8!

That would have been a VERY bad move, in my opinion. The idea was born of a
passing infatuation with a new toy I'd bought.

On the plus side, operating convenience scores heavily, combined with capabil-
ity for computer control.

On the minus side, there is (obviously and always) COST!!! In addition, the
R-8 preformance is very good, but stability is inferior, both electrically
and mechanically. Overall receiver noise figure seems to be MUCH worse than the
Big Iron Collins radios.

While the USSR still existed, I used to routinely copy the early morning TASS
News Service transmissions coming out of CLP41 in Cuba (50 baud Baudot, 425 Hz
shift) on 16,148 KHz. This tended to be a VERY long English language transmiss-
ion (1 - 2 hours), usually followed by PRENSA LATINA (Cuba) in English or Span-
ish, coming from the same transmitters. I think it was beamed at Central or
South America, but it used to put a pretty usable signal into Wisconsin on a
Mosley SWL trap vertical antenna that fed an R-390A, R-8, or SP-600.

The Hammarlund was seldom used because, unlike the other two, there was no line
level output on it to feed the RTTY demod.

The Drake performed admirably, but it fell seriously short in one area, namely
LONG TERM stability. Every 15 or 20 minutes a slight frequency tweek was needed
to rezero the signal in the demod filters. I was uncertain at first if the R-8
was drifting, or if CLP41's frequency control system was.

The R-390A settled THAT one in a big hurry!

I normally run the radio with the ovens turned on continuously to maintain temp
stability. When I tuned it to CLP41, it STAYED tuned with no dinking around!
Once in awhile the shift would widen or narrow, but carrier frequency was rock
stable. The only times I lost TASS copy was when propagation did a fade, or
when the M-7000 demod got constipated; the PRINT BUFFER FULL indicator would
come on because the printer couldn't take the text fast enough to keep the RAM
buffer cleared. The result was a catastrophic crash that latched up the system,
requiring a total reset to clear it. It was a ROM problem that they later cor-
rected somewhat by issueing new chips, but which they never cured completely.
But, I digress from the main topic...

The single R-390A was so satisfactory that the system grew somewhat.

I was living in a rented house next to a golf course (then in the early stages
of construction), and there was space to run a long wire out to a tree, as a
complement to the trap vertical.

The trusty old R-390's were brought in from storage in the garage, set up, and
connected to the TWO audio inputs on the demod. One radio had the vertical ant-
enna, and the other had the horizontal wire.

Next morning, CLP41 was running it's RYRYRY tuneup tape and the old 390's were
there, ready and waiting.

Both receivers were tweeked into perfect tuning on the signal, and the M-7000
was thrown into it's DIVERSITY mode (the demod listens to both radios, and it
used the audio from the one providing the best signal at a given moment).

No more copy losses from propagation fades. Hour after hour those two rigs sat
as stable as the Rock of Gibralter. I got almost three hours of solid copy
without touching a control before the M-7000 buffer filled up and upset the
apple cart. THAT'S impressive! There aren't many receivers, BA or chipbox, that
can match this sort of performance.

Bearing in mind that the R-390 and R-390A are specialized radios that demand an
experienced operator, I can recommend them heartily for what you've got in
mind.

                                                       Tom, K9TA


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: TOM.A.ADAMS@mail.admin.wisc.edu
Subject: Re. Vilas Hall
Message-ID: <FCUK4309.FCUK4319@mail.admin.wisc.edu>

to: boatanchors@theporch.com

Hello Rick.

   Just to back up Terry O's comments a bit:

   He and I started working for Public Radio the same day, in the same shop.
We BOTH served our time at Vilas Hall, tho as it turned out Terry's sentence
MUCH longer than mine!

   That GPR-90 he mentions in Radio Operations is mine; I'm still using that
radio. We had a very good supervisor for awhile that was willing to look the
other way as I installed a "backup EBS monitor for WTMJ" in one of the racks,
and COMPLETELY unofficially fished a run of RG8/U down from the roof, which
was attached to a random wire maybe 100 feet above Park Street. Surprisingly,
that wasn't too bad of a location; some time later with an old SP-400 Terry was
copying long wave European broadcasters that I couldn't even HEAR at home!

   About the only one in the place who knew what was going on was an old buddy
of yours; Donzie, the closet SWL who masqueraded as a recording engineer!

   Hams and SWLs make pretty damned good broadcast engineers, and the really
SMART people in management know when to allow a little unorthodoxy, and they
ESPECIALLY know when to play the old Sergeant Schultz game from "Hogan's Heros"
and declare that "I See NOTHING!!!".

   Like the time that during a tower light relamping, a tower at an FM site
suddenly and inexplicably grew a 260 foot sloper that terminated at the
transmitter building!

   Or when purchase orders come thru that declare that EBS monitors and Nation-
al Weather Service receiving systems need to be improved and upgraded by the
addition of new antennas; Icom VHF Discones, and feedlines with a few splitters
in them for "system versatility and possible future rearrangement / expansion".

   I'm a small timer at this, and haven't done it for a few years. I'm small
change compared to the execs who have $10,000 computers on thier desks to play
Microsoft Solitaire.

   BTW, Terry mentions the unreliable elevators at Vilas Hall. What he DIDN'T
mention was the elevator shaft with no elevator! They ran out of money during
the construction and just never put the car in (tho it's BADLY needed!).

   The empty elevator shaft DOES serve a useful purpose tho; it's a staff
moralle booster.

   Sometime after the building opened, there was a particularly hated manage-
ment person who harassed folks under his control at every opportunity. It
seems like he just enjoyed doing it.

   Some unknown genius of the dim past went to a trophy maker's shop and had a
small engraved brass plate made up. It gave the PERFECT final comment on the
hated exec (since this message is public, let's call him "John Smith").

   Glued to the doorframe of the empty elevator shaft, the brass plate simply
declares

                          THE JOHN SMITH MEMORIAL SHAFT


   Rick, that plate may have been around when you were still on campus; I know
that "John Smith" was. If you wanna know who he is, E-MAIL me direct.

                                               73's,

                                                       Tom, K9TA


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Allan Fritsche" <fritsche@msn.com>
Subject: RF gain pot ?
Message-ID: <UPMAIL03.199512301541580246@msn.com>



	I have several boats with obvious rf gain pots having been replaced
at some time in the past, a couple seem to jump out of linerity when wide 
open. Question, should replacements be linear or audio taper or does it
matter. In the manuls I have for them it gives a house part number replacement 
but doesn't state. I suspect linear. Someone please reply with the right way 
to go.

Thanks
Al fritsche
fritsche@msn.com
attmail!fritsche


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: waltn@hooked.net (Walt Novinger)
Subject: Re: RF gain pot ?
Message-ID: <199512311759.JAA00699@mom.hooked.net>

Al,

All the RF gain controls I've run into appear to be linear. I have replaced
several using linear pots, and have not noticed any problems.

Walt
====================================================================
Walt Novinger                    Real Radios Keep You Warm At Night!
Collector of hollowstate communications receivers and test equipment
waltn@hooked.net          wnovinger@shl.com           CI$:73340,2013
http://www.hooked.net/users/waltn



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: jmlckwd@mindspring.com (Max Lockwood)
Subject: Re: RF gain pot ?
Message-ID: <199512311957.OAA16781@borg.mindspring.com>

At 01:11 AM 12/31/95 -0600, Allan Fritsche wrote:
>
>. Question, should replacements be linear or audio taper or does it
>matter. In the manuls I have for them it gives a house part number replacement 
>but doesn't state. I suspect linear. Someone please reply with the right way 
>to go.
>

One of my radios has had an audio taper volume control installed in place of
the original RF gain control.    The "feel" of the control is unusual, to
say the least.    If I were to need to replace an RF gain control on a
receiver I'd use a linear taper pot.

73,

Jim - km6nk/4



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: arther.dent@smtp.prostar.com
Subject: RE: SCOTT RADIO BA 394
Message-ID: <199512310807.CAA08527@uro.theporch.com>

OC> The Scott SLR series were manufactured for the Navy, Coast Guard and
OC> Merchant
OC> Marine primarily for crew's intertainment and secondary or stand-by
OC> communications useage.  I don't collect them and only have a manual on the
OC> SLR-F, but there are several avid Scott collectors in the US.  One is N5AMA

does anyone want a Scott SLR cabinate (sp) ???? i've got one...nno guts 
though... you pay shipping......mike....KB7VNT

i transmit therefore i am...........




From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: n7oo@azgate.nj7p.ampr.org (Jack Taylor)
Subject: Re: Sp-600 and r390 info
Message-ID: <2686@NJ7P>

Regarding CR-801 in the R390 power supply, a quick look at the diagram
indicates you may have a temp short somewhere.  Check the rear section
of the S107 functions switch for signs of meltdown.  This portion of
the T801 supply transformer is rated at 5.6 amps.  If you blew the 25
amp replacement, there's trouble in R390 City somewhere!

As far as general advice, my personal view would be to take advantage of
the redicously high prices SP-600's seem to be commanding these days and
SELL quick!  Invest the proceeds into TWO R-390A's, and you will have
the best BA receivers available!

73 de Jack




From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: ken brookner <kenb@metronet.com>
Subject: sp-600 and r390 info please
Message-ID: <ML-2.0.820434585.7349.kenb@qatrix.lonestar.org>

hello...

about 20 years ago i picked up an sp-600 and it was in absolutely awful shape. 
using as much as i knew then, i cleaned it up, replaced some parts, and did an
alignment.  much to my surprise, it worked pretty well!  i'd gone to the public
library and found some references to it in a John F. Rider book and although
Rider's sp-600 reference was not an exact match for mine, it was close enough
to get the job done.

now i'm curious to find out a bit more about my sp-600.  it's an sp-600-jx-17
serial number 16825.  somewhere along the line an if gain control was added in
place of the tuning lock and a tag added to note its new function.  i'd
appreciate whatever insights the list might provide and some pointers
concerning where to look for a "real" manual.

i've also got an r390 sn# 3333 (not an "A") that is in good condition.  when i
bought it, CR-801 in the power supply was blown and so the only way to turn the
radio off was to pull the plug.  not having access to a direct replacement, i
subbed in an off the shelf full wave bridge rated at about 25 amps and about 50
PIV.  it has since blown and i'm looking for advice on where to find an exact
replacement for CR-801 or pointers to a good sub.

the manual i have with the r390 is:  "T.O. 31R1-2URR-412 / (ARMY) TM
11-5820-357-35 / Basic & Change No. 1."  are there other manuals that i should
find?  it needs an alignment -- is there a FAQ i should consult?  any advice on
the r390 is appreciated too!

thanks!
ken brookner, n5lpi
kenb@metronet.com


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: dma@IslandNet.com (Jan Skirrow)
Subject: Re: sp-600 and r390 info please
Message-ID: <m0tWTMn-0005aaC@island.amtsgi.bc.ca>

Hi Ken - Don't know anything about the SP-600! But ...

>i've also got an r390 sn# 3333 (not an "A") that is in good condition.  when i
>bought it, CR-801 in the power supply was blown and so the only way to turn the
>radio off was to pull the plug.  not having access to a direct replacement, i
>subbed in an off the shelf full wave bridge rated at about 25 amps and about 50
>PIV.  it has since blown and i'm looking for advice on where to find an exact
>replacement for CR-801 or pointers to a good sub.

>ken brookner, n5lpi
>kenb@metronet.com

I may be missing something, but CR-801 seems to supply power only to the
390's relays. If the only way to turn the rig off was to pull the plug, I
would doubt CR-801 was to blame. More likely culprit is S-107, which seems a
notorious trouble spot. The bridge you tried should handle the current (the
transformer only delivers 5.6 amps total, and this includes the ac
filament/heater string). The piv rating should be Ok, but I'd try a higher
value. This bridge is feeding reactive loads, and the transients might do in
the 50piv diodes. You could go to a lower current and higher piv, and it
should work. Other than that, I'd check downstream from the bridge to see if
everything is as the circuit diagram says, etc. 

Jan Skirrow, VE7DJX

dma@islandnet.com



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: aa4rm%amos.UUCP@mathcs.emory.edu (Marty)
Subject: Straight Key Night
Message-ID: <9512311925.AA04760@amos.YP.mystnite>


I don't have the rules, er, practices.

My club picks off a commish. for ARRL membership & does my QST subs.  It
always restarts about three months late!

I went back to 11 & 12/94 Q-STreets to no avail.

I hate to make this a .75031415926536 mb APB, but help on SKN awreddy

  tia

    Marty


From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Alfred D. Jablonski" <alfredd@mail.erols.com>
Subject: Telefuncken radio tubes
Message-ID: <199512311607.LAA07245@mail.erols.com>

My mom lives in Pheonix, AZ and she has a telefuncken radio.  Now the 
tubes have burnt out and she is looking to replace them.  Does anyone 
know were or how I can order radio tubes?




From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: MEC <danmec@inet.uni-c.dk>
Subject: Re: Telefuncken radio tubes
Message-ID: <Pine.3.89.9512311957.A29101-0100000@inet.uni-c.dk>

 My mom lives in Pheonix, AZ and she has a telefuncken radio.  Now the 
 tubes have burnt out and she is looking to replace them.  Does anyone 
 know were or how I can order radio tubes?


I assume they are European tubes. Drop me note abt which ones you need.

73  Rag  oz8ro



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Greg Parsons A.K.A. Rat" <gregp@galileo.mis.net>
Subject: Tube Testers
Message-ID: <9512311849.AA17770@galileo.mis.net>

Hey Gang,
 Hope everyone is having a good newyear, I finaly found a tube tester! Was
talking to a local ham about tubes, he said he had an old tester in in shed,
so I had to go look at it, it is a B&K Model 707 DYNA-JET, so I bought it
8-). Now I am looking to see if anyone has any comments on this unit, it
works fine on all the tubes I have tested on it so far, except, 0A2's, there
is no setting for these in the manual with it... anyone know what settings
to use to check them? Also in the tester was a copy of Tube Substitution
Handbook #21, and you know I spent most of last night (till 3am) testing
tubes in a couple of rigs that are giving me problems... now to go get some
tubes to replace the ones that tested bad/weak.... IF I can't find them
localy any good sources out there? I know there is the place in Az. but I
don't have the address, also what would have been a good price for this
unit? was $75 too high? it is in good shape, and works great... OH, what
does the "Life Test" switch do? Other than that happy hangovers to all.

73,
 Greg
 KE4OOO
 gregp@mis.net



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: MODSTEPH@ACS.EKU.EDU
Subject: Re: Tube Testers
Message-ID: <01HZGLV0ZHWC000B53@ACS.EKU.EDU>

Hi

     At one time the "Life Test" on some tuber testers was an
attempt to give an idea how long a tube would last - what it
did was lower the filament voltage a bit and see how the tube
operated at at the reduced filament voltage.  I guess the idea
was that a tube that operated well with reduced filament voltage
would have a longer expected life...

     73,  Al  N5AIT
  modsteph@acs.eku.edu



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: neidich@interport.net (Michael Neidich)
Subject: WTB Zenith T-Oceanic R7000-1 Taiwan w/VHF
Message-ID: <199512310037.TAA09595@park.interport.net>

WTB the R7000-1 made in Taiwan with two VHF tuning bands (12 bands total).
This is the one with planetary vernier tuning, two meters, rf gain, squelch,
tone, and volume.
73, K2ENN
Michael Neidich



From boatanchors@theporch.com  Sun Dec 31 18:31:45 1995
From: "Ray L. Mote" <rmote@rain.org>
Subject: WTB:  Manuals (AN/PRM-10, AN/PRC-47)
Message-ID: <Pine.SUN.3.91.951231103430.21211A-100000@coyote.rain.org>

Knew I should've stayed away from the TRW swap yesterday!  But I had 
VK2GCE in tow, and he wanted very badly to see the gathering.  We both 
came away considerably lighter in the wallet and heavier in the trunk of 
the car.  As a result, I need manuals for the following:

AN/PRM-10 military grid-dip meter
AN/PRC-47 military 2-12 mc transceiver (I first saw 'em in the Marines)

Guess I'll also have to pick up the DC cable, at least, for the PRC-47 so 
I can light the beast off.  Anybody know of a source for unused PL-177 
tubes for it?  (I know Fair Radio has 'em used.)

Ran across a manual for the old Navy OCT-2 and OCT-3 frequency shift 
monitor receivers, in case anyone needs a copy.  Got that one while 
exchanging a NIB T-17/ARC-5 for a nice RAT-1 dual receiver rack (my 
friends seem to like to use me as a courier in their trades!).  Murphy 
struck again, however -- although the receiver and rack serial numbers 
match exactly, it's still no-go.  The receivers are original RAT 
contract, while the rack is the following RAT-1 contract!  So near, yet 
so far!!  (His hopes were summarily dashed.)

Hope all you BA folks have a happy New Year, and Good Hunting!

73.....Ray Mote, W6RIC  <rmote@rain.org>



